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GENERAL NOTES

General notes for this Design Document:

Sign Location and Message Determination:
These documents do NOT refl ect the fi nal sign 
messages. The purpose of this document is for 
design intent only. Final messages will be determined 
by the Owner.

These documents do not provide information on 
sign placement. The purpose of this document is 
for design intent only. Final sign placement will be 
determined by the Owner.

Verify Dimensions:
These documents are based on Owner provided 
drawings and information which may be inconsistent 
with fi eld conditions. The Contractor shall verify all 
necessary dimensions. 

Permits and Inspections:
The Contractor is responsible for obtaining all 
applicable permits and inspections.

Engineering drawings and calculations:
The Contractor is responsible for producing and 
obtaining sealed engineer drawings and calculations 
which may be required for permitting and inspections 
by applicable governing agencies. 

Graphic Production:
The Contractor is responsible for any additional work 
needed to prepare the fi nal artwork for production. 

ADA Compliance:
Signage placed in pedestrian areas should adhere 
to signage guidelines set forth by the Americans with  
Disabilities Act (ADA). 

Paint fi nishes:
Paint to be Matthews© Paint or equivalent. Use 
manufactures specifi cations for fabrication.

Digital Printing:
Digitally printed graphics for signage must use UV-
resistant inks rated for exterior use. Apply appropriate 
over-laminate per manufacturer specifi cation for 
graphic protection and extended lifespan. 

Applied Vinyl:
Applied vinyl for non-refl ective graphics, lettering, 
and borders to be 3M™ Scotchal™ Electrocut™ 
Graphic Film Series 7125 and 220 or  equivalent. 
All vinyl graphics should be applied with pressure 
sensitive adhesive. Use manufactures specifi cations 
for fabrication.

Refl ective Sheeting:
Refl ective sheeting for vehicular oriented signage to 
be 3M™ Diamond Grade™ DG³ Refl ective Sheeting 
Series 4000 or equivalent. Use manufactures 
specifi cations for fabrication.

Digital High-Pressure Laminate:
High pressure exterior grade custom plastic graphic 
sign material with solid phenolic core. Graphic prints 
must be UV, scratch, impact, and graffi ti resistant.      

Aluminum Sheets:
Aluminum plates and sheets for sign panels should 
be Alloy 6063-T5 or equivalent material rated for 
exterior signage use.

Aluminum Frames:
Aluminum extrusions for sign mount and frames 
should be Alloy 6063-T5 or equivalent material rated 
for exterior signage use.

Graphic Protection:
It is recommended to use graphic protection 
measures to extend the lifespan of the signage and to 
provide resistance to damage such as UV exposure, 
scratching, impact, and graffi ti. Use sign material 
manufacturer specifi cations for graphic protection 
methods. Ensure graphic protection method is 
compatible with the sign material products.

Water:
Weep holes to be placed in all channel letters, sign 
cabinets and frames to allow proper drainage.

Shop Drawings:
It is required that the selected sign fabricator provide 
the owner with shop drawings for the purpose of 
review for adherence to design intent.

Project Introduction:

The City of Alton (hereinafter referred to as the Owner) 
retained PGAV PLANNERS (hereinafter referred to as 
Designer) to produce designs for a system of Downtown 
wayfi nding signs. This task includes suggestions for 
message layout, sizing, color, materials, and construction. 
This document herein provides designs for the use by the 
City to distribute for sign fabrication. 

Note: this package is for graphic design and material 
selection only. It will be the responsibility of the sign 
fabricator and installer (hereinafter referred to as 
Contractor) to produce all necessary engineering and 
permitting required by the governing agencies (including 
IDOT, Federal Highway Administration, City of Alton, and 
or Madison County, IL.)

Page Numbering Guide:
R = GENERAL PAGES
X = EXHIBITS AND GRAPHICS PAGES

R   .03   .01
DIVISION NO. PAGE NO.

X   .03   .01
ITEM AS
SCHEDULED

PAGE NO.
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COLOR PALETTES/
TYPEFACES

TYPEFACES

ABCDEFGHIJKLMNOPQRSTUVWXYZ

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz

PMS 7628 C

Alton Logo Type Face:  Felix Titling Regular

Sign Content Type Face:  Verdana Regular

C1

PMS 270 C

3M™ SCOTCHAL™ 
ELECTROCUT™ GRAPHIC 

FILM SERIES 7125-10 WHITE

3M™ SCOTCHAL™ 
ELECTROCUT™ GRAPHIC FILM 

SERIES 220-87 ROYAL BLUE

3M™ DIAMOND GRADE™ DG³ 
REFLECTIVE SHEETING 4090 

WHITE

C2

V1 V2 V3

PMS 7456 C

C3

PMS 2736 C

C4

PMS 2756 C

C5

PANTONE 
PROCESS 

BLACK

C6
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NOTES:

SIGN TYPE "A1" STREET 
LIGHT RETROFIT

GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•PAINT OR SCREEN PRINT NOTED BACKGROUND 

AND ACCENT COLORS PER DRAWINGS
•PAINT REAR SIGN FACE BLACK
•DIE CUT AND APPLY VINYL GRAPHICS 
•IT IS RECOMMENDED TO USE A CLEAR MATTE 

OVERLAMINATE PER MATERIAL MANUFACTURERS 
SPECIFICATIONS FOR EXTENDED LIFE AND 
DURABILITY

••MOUNT SIGN PANEL TO FRAME WITH CORROSION 
AND TAMPER-RESISTANT FASTENERS

•PAINT FRAME AND HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAMES TO EXISTING HOLOPHANE 

SITELINK POLE USING HOLOPHANE 
APPROPRIATELY SIZED TRACNUT KITS AND BOLTS

•SEE HOLOPHANE SPECIFICATIONS FOR BANNER 
AND SIGN MOUNT INSTALLATIONS

ADDITIONAL NOTES:
•EXISTING STREET LIGHT POLE IS A SITELINK4 POLE 

WITH 17" NEW YORKSHIRE BASE, 3X3 TENON, GFCI 
OUTLET, AND SINGLE 250W HPS WASHINGTON 
POSTLITE LUMINARE

•EXISTING BANNER ARMS MAY NEED TO BE 
REMOVED TO ACCOMMODATE PROPOSED 
SIGNAGE. FIELD VERIFY BEFORE INSTALLATION

A EX01: FRONT ELEVATION PEDESTRIAN SIGN RETROFIT (rendered)
SCALE: 1/2"=1'-0"

B EX01: REAR ELEVATION PEDESTRIAN SIGN RETROFIT (rendered)
SCALE: 1/2"=1'-0"

HOLOPHANE 37" Banner Arm  
with Eyebolts
Color: Black 

Existing HOLOPHANE 
Street Light

Logo Panel (See X10.01A 
Logo Panel Detail) 

Sign Background 
Color: C1

Die-cut Applied Vinyl 3" 
Lettering 
Color: V1

Die-cut Applied Vinyl Directional 
Arrow  
Arrow and Border Color: V1
Background Color: V2

Die-cut Applied Vinyl 1/4" 
Divider Bar
Color: V1

Logo Panel 1.25" 
Custom Square Aluminum 
Tube Frame
Attach Frame to Banner 
Arm via Eye Bolts

Sign Panel 1.25" Square
Aluminum Tube Frame with 
Bolt-on Mounting Plate
Attach Frame to Banner 
Arm via Appropriately Sized 
TracNut Kits 
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SIGN TYPE "A1" STREET 
LIGHT RETROFIT 

(DIMENSIONS)

A EX01: FRONT ELEVATION PEDESTRIAN SIGN RETROFIT
SCALE: 1/2"=1'-0"

B EX01: REAR ELEVATION PEDESTRIAN SIGN RETROFIT
SCALE: 1/2"=1'-0"
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NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•USE 3M™ DIAMOND GRADE™ DG³ REFLECTIVE 

SHEETING FOR THE SIGN LETTERING
•DIGITALLY OR SCREEN PRINT BACKGROUND AND 

ACCENT COLORS ON REFLECTIVE SHEETING TO 
MATCH COLORS LISTED

•PAINT REAR SIGN FACE BLACK
•IT IS RECOMMENDED TO USE A CLEAR MATTE 

OVERLAMINATE PER MATERIAL MANUFACTURERS 
SPECIFICATIONS FOR EXTENDED LIFE AND 
DURABILITY

•MOUNT SIGN PANEL TO FRAME WITH CORROSION 
AND TAMPER-RESISTANT FASTENERS

•PAINT FRAME AND HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAMES TO EXISTING HOLOPHANE 

SITELINK POLE USING HOLOPHANE 
APPROPRIATELY SIZED TRACNUT KITS AND BOLTS

•SEE HOLOPHANE SPECIFICATIONS FOR BANNER 
AND SIGN MOUNT INSTALLATIONS

ADDITIONAL NOTES:
•EXISTING STREET SIGN POLE IS BEACON 

PRODUCTS 10' FLUTED ALUMINUM POLE WITH A 
CENTENNIAL A BASE, WITH ACORN FINIAL TOP

         

SIGN TYPE "A2" STREET 
SIGN RETROFIT

A EX02: ELEVATION MAIN SIGN (rendered)
SCALE: 1/2"=1'-0"

B EX02: ELEVATION MAIN SIGN
SCALE: 1/2"=1'-0"

Existing Clamp-On Street Sign 
Mount

Proposed Street Name Sign 
(See X10.01B Street Sign 
Detail)

Existing 10' Decorative Pole 

Street Sign Color Option 1
Background: C5
Lettering: White
Accents: C4, C2, C3

Information Logo Panel
(See X10.01C Information 
Logo Detail)

Existing Stop Sign
With or Without Decorative 
Metal Frame

Color Option 2:
Background: White
Lettering: Black
Accents: C5, C2, C3

Color Option 3:
Background: Black
Lettering: White
Accents: C5, C2, C3
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NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•PAINT OR SCREEN PRINT NOTED BACKGROUND 

AND ACCENT COLORS PER DRAWINGS
•PAINT REAR AND SIDES OF SIGN FACE BLACK
•DIE CUT AND APPLY VINYL GRAPHICS PER 

MANUFACTURERS SPECIFICATIONS
•IT IS RECOMMENDED TO USE A CLEAR MATTE 

OVERLAMINATE PER MATERIAL MANUFACTURERS 
SPECIFICATIONS FOR EXTENDED LIFE AND 
DURABILITY

•MOUNT SIGN PANEL TO FRAME WITH CORROSION 
AND TAMPER-RESISTANT FASTENERS

•PAINT FRAME AND MOUNTING HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED ALUMINUM SIGN MOUNTING ASSEMBLY
•INSTALL SIGN POLE ON APPROPRIATELY SIZED 

CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 12' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE, WITH ACORN FINIAL 
TOP

 

SIGN TYPE "B" 
PEDESTRIAN 
TRAILBLAZER

A EX03: FRONT ELEVATION PEDESTRIAN TRAILBLAZER (rendered)
SCALE: 1/2"=1'-0"

B EX03: REAR ELEVATION PEDESTRIAN TRAILBLAZER (rendered)
SCALE: 1/2"=1'-0"

Logo Panel (See X10.01A 
Logo Panel Detail) 

12' Fluted Aluminum Pole with 
a Centennial A Base

Sign Background 
Color: C1

Die-cut Applied Vinyl 3" 
Lettering 
Color: V1

Die-cut Applied Vinyl Directional 
Arrow  
Arrow and Border Color: V1
Background Color: V2

Die-cut Applied Vinyl 1/4" 
Divider Bar
Color: V1

Sign Panel 1.25" Square 
Aluminum Tube Frame 
Attach Frame to Pole With 
Adjustable Band Bracket

Logo Panel 1.25" Square  
Aluminum Tube Frame 
Attach Frame to Pole With 
Adjustable Band Bracket
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SIGN TYPE "B" 
PEDESTRIAN TRAILBLAZER 

(DIMENSIONS)

A EX03: FRONT ELEVATION PEDESTRIAN TRAILBLAZER 
SCALE: 1/2"=1'-0"

B EX03: REAR ELEVATION PEDESTRIAN TRAILBLAZER
SCALE: 1/2"=1'-0"
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NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•PAINT OR SCREEN PRINT NOTED BACKGROUND 

AND ACCENT COLORS PER DRAWINGS
•PAINT REAR AND SIDES OF SIGN FACE BLACK
•DIE CUT AND APPLY VINYL GRAPHICS PER 

MANUFACTURERS SPECIFICATIONS
•IT IS RECOMMENDED TO USE A CLEAR MATTE 

OVERLAMINATE PER MATERIAL MANUFACTURERS 
SPECIFICATIONS FOR EXTENDED LIFE AND 
DURABILITY

•CONSTRUCT ALUMINUM FRAME FROM 1.25" X 1.25" 
SQUARE ALUMINUM TUBE. 

•MOUNT SIGN PANEL TO FRAME WITH CORROSION 
AND TAMPER-RESISTANT FASTENERS

•PAINT FRAME AND MOUNTING HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED CAST ALUMINUM SIGN MOUNTING ASSEMBLY
•INSTALL SIGN POLE ON APPROPRIATELY SIZED 

CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 8' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE, WITH ACORN FINIAL 
TOP

•PEDESTRIAN DESTINATION SIGN IS INTENDED FOR 
PLACEMENT ADJACENT TO PEDESTRIAN AREAS.

•IF PLACEMENT IN OF THE PEDESTRIAN 
DESTINATION SIGN IN PEDESTRAIN TRAVEL AREAS 
IS UNAVOIDABLE, MOUNT SIGN TO A MINIMUM 
HEIGHT CLEARANCE OF 80" ON A BEACON 
PRODUCTS 10' FLUTED ALUMINUM POLE WITH A 
CENTENNIAL A BASE, WITH ACORN FINIAL TOP. 
(SEE X4.02 C)

SIGN TYPE "C" 
PEDESTRIAN PROXIMITY\

DESTINATION SIGN

A EX04: FRONT ELEVATION PEDESTRIAN PROXIMITY SIGN (rendered)
SCALE: 1/2"=1'-0"

B EX04: FRONT ELEVATION PEDESTRIAN DESTINATION SIGN (rendered)
SCALE: 1/2"=1'-0"

Logo Panel (See X10.01A 
Logo Panel Detail) 

Logo Panel (See X10.01A 
Logo Panel Detail) 

Sign Background 
Color: C4 

Accent 
Color: C3 

Accent
Color: C1 

Accent
Color: C2

Accent
Color: C5

Sign Background 
Color: C1

Die-cut Applied Vinyl 2" 
Lettering 
Color: V1

Die-cut Applied Vinyl 5" 
Lettering 
Color: V1
Die-cut Applied Vinyl 2" 
Lettering 
Color: V1

Die-cut Applied Vinyl Directional 
Arrow  
Arrow and Border Color: V1
Background Color: V2

Die-cut Applied Vinyl 1/4" 
Divider Bar
Color: V1

8' Fluted Aluminum Pole with 
a Centennial A Base

8' Fluted Aluminum Pole with 
a Centennial A Base
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SIGN TYPE "C" PEDESTRIAN 
PROXIMITY/ DESTINATION 

SIGN (DIMENSIONS)

A EX04: FRONT ELEVATION PEDESTRIAN PROXIMITY SIGN
SCALE: 1/2"=1'-0"

B EX04: PEDESTRIAN DESTINATION SIGN FOR LANDSCAPED AREAS
SCALE: 1/2"=1'-0"

C EX04: PEDESTRIAN DESTINATION SIGN FOR PEDESTRIAN AREAS
SCALE: 1/2"=1'-0"
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NOTES:
GENERAL FABRICATION:
•DIRECTORY SIGN IS TO BE CONSTRUCTED FROM 

3/4" THICK HIGH PRESSURE EXTERIOR GRADE 
CUSTOM PLASTIC GRAPHIC SIGN MATERIAL WITH 
SOLID PHENOLIC CORE

•GRAPHIC PRINTS MUST BE UV, SCRATCH, IMPACT, 
AND GRAFFITI RESISTANT

•REAR AND SIDES OF SIGN PANEL SHOULD HAVE A 
BLACK FINISH

•SIGN PANEL WILL BE MOUNTED WITH CORROSION 
AND TAMPER RESISTANT FASTENERS PER SIGN 
MANUFACTURER RECOMMENDATIONS. USING 
BLIND FASTENERS IS RECOMMENDED. 

•MOUNT SIGN PANEL TO DECORATIVE SIGN POLES 
USING CAST ALUMINUM CLAMP-ON BRACKETS.

•PAINT MOUNTING HARDWARE BLACK
•THE CONTENT OF THE DIRECTORY MAP AND 

LEGEND IS TBD. GRAPHIC LAYOUT OF MAP AND 
LEGEND TO BE APPROVED BY OWNER

•1/4" RADIUS ON ALL SIGN PANELS

INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED CAST ALUMINUM SIGN MOUNTING ASSEMBLY
•INSTALL SIGN POLE ON APPROPRIATELY SIZED 

CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 8' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE

SIGN TYPE "D" 
DOWNTOWN KIOSK \

DIRECTORY

Directory
Antiques & Shopping
Jacoby Arts Center
Riverfront Park/Amphitheater
Marina 
Casino
Historic Middletown
Dining & Nightlife
Library
Haskell Park

National Great Rivers Museum
Lovejoy Monument
National Cemetery
Visitor Center
Clark Bridge
Lincoln & Douglas Square
Shopping
Dining & Nightlife
Library

1
10
11
12
13
14
15
16
17
18

2
3
4
5
6
7
8
9

A EX05: ELEVATION DOWNTOWN KIOSK (rendered)
SCALE: 1/2"=1'-0"

B EX05: ELEVATION DOWNTOWN KIOSK
SCALE: 1/2"=1'-0"

C EX05: PLAN VIEW DOWNTOWN KIOSK
SCALE: 1/2"=1'-0"

Sign Accent
Color: C2

Sign Accent
Color: C3

Sign Accent
Color: C1
Sign Background
Color: C4

Sign Accent
Color: C5

Sign Accent
Color: C5

Directory Legend 
(Content TBD)

Optional Information/
Advertising
(Content TBD)

Directory Graphic Map
(Content TBD)

Information Logo
(See X10.01C Information 
Logo Panel Detail)

8' Fluted Aluminum Pole with 
a Centennial A Base

3/4" Thick Digital High-Pressure Laminate 
Sign Panel. One per Each Side of Kiosk 
Sign. Use Colors Shown Below. Directory 
Map and Legend Content is TBD

Alton Logo (See X10.01A Logo 
Panel Detail) 
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SHEET NUMBER
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81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X06.01

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•USE WHITE 3M™ DIAMOND GRADE™ DG³ 

REFLECTIVE SHEETING FOR THE SIGN LETTERING 
AND BORDERS

•DIGITALLY OR SCREEN PRINT BACKGROUND AND 
ACCENT COLORS ON REFLECTIVE SHEETING

•APPLY APPROPRIATE OVER LAMINATE PER 
MANUFACTURERS SPECIFICATIONS FOR GRAPHIC 
PROTECTION

•PAINT REAR AND SIDES OF SIGN FACE BLACK
•CONSTRUCT ALUMINUM FRAME FROM 1.25" X 1.25" 

SQUARE ALUMINUM TUBE. 
•MOUNT SIGN PANEL TO FRAME WITH CORROSION 

AND TAMPER-RESISTANT FASTENERS
•PAINT FRAME AND MOUNTING HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED ADJUSTABLE BAND BRACKETS. ALL 
MOUNTING HARDWARE SHOULD HAVE A BLACK 
FINISH

•INSTALL SIGN POLE ON APPROPRIATELY SIZED 
CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•INSTALL SIGN POLE ON IDOT APPROVED 
BREAKAWAY FOOTER IF LOCATED WITHIN IDOT 
RIGHT-OF-WAY

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 12' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE, WITH ACORN FINIAL 
TOP

 

SIGN TYPE "E" 
VEHICULAR DESTINATION

A EX06: FRONT ELEVATION VEHICULAR DESTINATION (rendered)
SCALE: 1/2"=1'-0"

B EX06: SIDE / REAR ELEVATION VEHICULAR DESTINATION (rendered)
SCALE: 1/2"=1'-0"

Logo Panel (See X10.01A 
Logo Panel Detail) 

Sign Background Digitally 
or Screen Printed Over 
Refl ective Vinyl
Color: C1

3" Lettering Refl ective 
Color: V3

Divider Bar Refl ective
Color: V3

Information Logo Refl ective
(See X10.01C Information 
Logo Detail)

Parking Logo Refl ective
(See X10.01D Parking Logo 
Detail)

12' Fluted Aluminum Pole with 
a Centennial A Base and IDOT 
Approved Breakaway Footer

Sign Panels Attached to 
1.25"x1.25"  Aluminum Tube 

Frame. Attach Frame to Pole With 
Adjustable Band Bracket

Rear Sign Panel 
Face and Sides

Color: C6
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FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X06.02

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

SIGN TYPE "E" 
VEHICULAR DESTINATION 

(DIMENSIONS)

A EX06: FRONT ELEVATION VEHICULAR DESTINATION
SCALE: 1/2"=1'-0"

B EX06: SIDE / REAR ELEVATION VEHICULAR DESTINATION
SCALE: 1/2"=1'-0"



REVISION NO. REVISION DATE

PGAV CLIENT

DATE

SHEET NUMBER

JUNE 7, 2013

81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X07.01

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•USE WHITE 3M™ DIAMOND GRADE™ DG³ 

REFLECTIVE SHEETING FOR THE SIGN LETTERING 
AND BORDERS

•DIGITALLY OR SCREEN PRINT BACKGROUND AND 
ACCENT COLORS ON REFLECTIVE SHEETING

•APPLY APPROPRIATE OVER LAMINATE PER 
MANUFACTURERS SPECIFICATIONS FOR GRAPHIC 
PROTECTION

•PAINT REAR AND SIDES OF SIGN FACE BLACK
•CONSTRUCT ALUMINUM FRAME FROM 1.25" X 1.25" 

SQUARE ALUMINUM TUBE. 
•MOUNT SIGN PANEL TO FRAME WITH CORROSION 

AND TAMPER-RESISTANT FASTENERS
•PAINT FRAME AND MOUNTING HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED ADJUSTABLE BAND BRACKETS. ALL 
MOUNTING HARDWARE SHOULD HAVE A BLACK 
FINISH

•INSTALL SIGN POLE ON APPROPRIATELY SIZED 
CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•INSTALL SIGN POLE ON IDOT APPROVED 
BREAKAWAY FOOTER IF LOCATED WITHIN IDOT 
RIGHT-OF-WAY

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 12' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE, WITH ACORN FINIAL 
TOP

SIGN TYPE "F" 
VEHICULAR PROXIMITY

A EX07: ELEVATION VEHICULAR PROXIMITY (rendered)
SCALE: 1/2"=1'-0"

Logo Panel (See X10.01A 
Logo Panel Detail) 

Sign Background Digitally 
or Screen Printed Over 
Refl ective Vinyl
Color: C1

3" Lettering Refl ective 
Color: V3

1/2" Divider Bar Refl ective
Color: V3

Directional Arrow and Border 
are Refl ective Vinyl
Color: V3
Background Color: C5

12' Fluted Aluminum Pole with 
a Centennial A Base and IDOT 
Approved Breakaway Footer

Sign Panels Attached to 
1.25"x1.25"  Aluminum Tube 

Frame. Attach Frame to Pole With 
Adjustable Band Bracket

Rear Sign Panel 
Face and Sides

Color: C6
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DATE

SHEET NUMBER

JUNE 7, 2013

81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X07.02

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

SIGN TYPE "F" 
VEHICULAR PROXIMITY 

(DIMENSIONS)

A EX07: ELEVATION VEHICULAR PROXIMITY
SCALE: 1/2"=1'-0"



REVISION NO. REVISION DATE

PGAV CLIENT

DATE

SHEET NUMBER

JUNE 7, 2013

81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X08.01

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

NOTES:
GENERAL FABRICATION:
•SUBSTRATE FOR LOGO AND SIGN PANEL GRAPHICS 

IS 1/8" ALUMINUM SHEETING. 
•USE WHITE 3M™ DIAMOND GRADE™ DG³ 

REFLECTIVE SHEETING FOR THE SIGN LETTERING 
AND BORDERS

•DIGITALLY OR SCREEN PRINT BACKGROUND AND 
ACCENT COLORS ON REFLECTIVE SHEETING

•APPLY APPROPRIATE OVER LAMINATE PER 
MANUFACTURERS SPECIFICATIONS FOR GRAPHIC 
PROTECTION

•PAINT REAR AND SIDES OF SIGN FACE BLACK
•CONSTRUCT ALUMINUM FRAME FROM 1.25" X 1.25" 

SQUARE ALUMINUM TUBE. 
•MOUNT SIGN PANEL TO FRAME WITH CORROSION 

AND TAMPER-RESISTANT FASTENERS
•PAINT FRAME AND MOUNTING HARDWARE BLACK
•1/4" RADIUS ON ALL SIGN PANELS

RECOMMENDED INSTALLATION:
•ATTACH FRAME TO POLE WITH APPROPRIATELY 

SIZED ADJUSTABLE BAND BRACKETS. ALL 
MOUNTING HARDWARE SHOULD HAVE A BLACK 
FINISH

•INSTALL SIGN POLE ON APPROPRIATELY SIZED 
CONCRETE FOOTER. USE POLE MANUFACTURERS 
SPECIFICATIONS FOR POLE INSTALLATION

•INSTALL SIGN POLE ON IDOT APPROVED 
BREAKAWAY FOOTER IF LOCATED WITHIN IDOT 
RIGHT-OF-WAY

•CONCRETE FOOTING FOR SIGN POLE WILL NEED TO 
BE ENGINEERED PER SIGN SIZE AND APPLICABLE 
CODES AND REGULATIONS

ADDITIONAL NOTES:
•MATCH EXISTING SIGN POLE STYLE, USE:
 BEACON PRODUCTS 12' FLUTED ALUMINUM POLE 

WITH A CENTENNIAL A BASE, WITH ACORN FINIAL 
TOP

•SIGN CAN BE DOUBLE SIDED

SIGN TYPE "G"   
VEHICULAR TRAILBLAZER

A EX10: ELEVATION MAIN SIGN
SCALE: 1"=1'-0"

Logo Panel (See X10.01A 
Logo Panel Detail) 

Sign Background Digitally 
or Screen Printed Over 
Refl ective Vinyl
Color: C1

Double-Sided
Option

3" Lettering Refl ective 
Color: V3

1/2" Divider Bar Refl ective
Color: V3

Directional Arrow and Border 
are Refl ective Vinyl
Color: V3
Background Color: C5

12' Fluted Aluminum Pole with 
a Centennial A Base and IDOT 
Approved Breakaway Footer

Sign Panels Attached to 
1.25"x1.25"  Aluminum Tube 

Frame. Attach Frame to Pole With 
Adjustable Band Bracket

Rear Sign Panel 
Face and Sides

Color: C6



REVISION NO. REVISION DATE

PGAV CLIENT

DATE

SHEET NUMBER

JUNE 7, 2013

81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X08.02

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

SIGN TYPE "G"   
VEHICULAR TRAILBLAZER 

(DIMENSIONS)

A EX10: ELEVATION MAIN SIGN
SCALE: 1"=1'-0"
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DATE
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81060 Alton

FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X09.01

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

EXISTING GATEWAY 
MONUMENT SIGN 
IMPROVEMENTS

A EX09: ELEVATION EXISTING MONUMENT SIGN IMPROVEMENTS
SCALE: NTS

Conical Evergreen Grouping
-Canaerti Upright Juniper
-Taylor Upright Juniper
-Fat Albert Blue Spruce

Accent Massing, Plant with 
Enough Distance Away From Sign 
to Prevent View Blocking
-Russian Sage
-Purple Conefl ower
-Black-eyed Susan

Existing Masonry Sign Wall

Existing Black Aluminum Sign 
Lettering

Existing Directional Sign 
Panels

Creeping Juniper Massing
-Blue Chip Juniper
-Wiltonii Juniper

Perennial Flower Massing, 
Ensure Mature Plant Height 
Does Not Exceed 18"
-Butterfl y Weed
-Stella d'Oro Daylilly
-Lanceleaf Coreopsis
-May Night Salvia
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FINAL DESIGN

DESIGN INTENT
The work provided within these documents is for 
design intent only. Outlines, sketches, drawings, 
picture references, criteria, material specifi cations and 
construction notes on the documents are for the express 
purpose of location, general identifi cation, adjacency 
and design intent. Unless provided for otherwise in this 
proposal, the engineered design, means, methods, 
manufacture, installation, local code compliance, and 
warranties of the designed objects are to be provided 
by the Contractor; including structural design drawings 
produced and sealed by a qualifi ed Engineer licensed to 
practice in the jurisdiction of the project. 

X10.01

DRAWN BY
SER

CHECKED MPW

WAYFINDING 
PLANNING AND 

DESIGN 

LOGO PANEL DETAIL

D PARKING LOGO DETAIL
SCALE: 1-1/2"=1'-0"

C INFORMATION LOGO DETAIL
SCALE: 1-1/2"=1'-0"

B STREET NAME SIGN DETAIL
SCALE: 1"=1'-0"

A ALTON LOGO PANEL DETAIL
SCALE: 1"=1'-0"

Sign Accent
Color: C4

Sign Accent
Color: C2

Sign Accent
Color: C3

Sign Accent
Color: C3

Sign Accent
Color: C2

Sign Accent
Color: C3

Sign Accent
Color: C3

Sign Accent
Color: C4

Sign Background
Color: C4

Sign Background
Color: C4

Sign Background
Color: C5

Sign Lettering
Color: C6

Sign Background
Color: C4

Sign Background
Color: C4

Sign Background
Color: C5

Sign Accent
Color: C5

Sign Accent
Color: C5

Die-cut Applied Vinyl Lettering 
(Sign and Lettering Size Varies 
by Sign Type. See Drawings)
Color: V1

Die-cut Applied Vinyl Lettering 
and Border 
(Sign and Lettering Size Varies 
by Sign Type. See Drawings)
Color: V1
Use Refl ective Sheeting Color 
V3 for Vehicular Signage

Die-cut Applied Vinyl Lettering 
and Border 
(Sign and Lettering Size Varies 
by Sign Type. See Drawings)
Color: V1
Use Refl ective Sheeting Color 
V3 for Vehicular Signage

Engineer Grade Refl ective 
Sign Background
Color: V3

Sign Background and Accent 
Colors Digitally or Screen 
Printed Over Refl ective Vinyl


